The use of video and audio techniques is now 
firmly established as a highly effective 
communication method in many business 
environments. More recently, the availability of 
video server technology has emerged as a 
potential new force in this field. 

The VSR-2000 is a new, one-piece, 
selectable bit rate, MPEG -2 based server with 
excellent cost/performance benefits. It retains the 
advantages that made Sony MAV Series servers 
the choice of many major broadcasters 
worldwide, but adds several unique features in an 
affordable package that brings new creative 
opportunities to effective audio/visual 
communications. 

Examples of the outstanding features of 
the VSR-2000 are its multi-output capability, 
shuttle operation and easy editing of playout list 
functions. These features make it more than just a 
replacement for the laser disk and CRV disk 
which, together with the VTR, are currently used 
for most billboard and presentation applications. 
And the network system connection capability of 
the VSR-2000 can speed up distribution and 
reduce costs in a number of broadcast 
applications, where these factors can be of 
critical importance. 

The VSR-2000 benefits from both the 
latest in video server technology and the 
impressive technical achievements of Sony in the 
field of professional audio/visual communications. 
It provides the features needed in business and 
industrial use, in education, training, and 
entertainment, and in broadcast-type applications. 


¢ Simultaneous multiple 1/O Channels and Random Access 
Support - multi-operability 
Multi-channel I/O and random access enable last-second 
changes to play-out schedules 


¢ Multi-output Capability - multi-screen function 
Provides completely synchronized multi-image outputs for 
perfect multi-screen displays 


¢ Flexible 1/O Channels - optimum configuration 
Flexible channel structure meets a variety of applications. 
Configurations can range from a single output to a one input/ 
four or five output system 


¢ Adopts RAID Level 3 Technology - high reliability 
Adopting RAID level 3 technology contributes to higher 
reliability. Back-up data can be maintained in the event of a fault 
in an HDD, and then reconstructed on anew HDD. 


¢ Supports 10Base-T and 100Base-T - high-speed network file 
transfer 
Material (file data) can be easily transferred at high speed via 
Ethernet (10Base-T/ 100Base-T) 


¢ Variable Bit Rate 
Bit rates of 4, 6, or 8 Mbps can be chosen to provide optimize 
recording times and match different applications 


¢ Flexible Storage Capacity - 9 GB or 18 GB HDDs 
Storage capacity can be expanded by initially installing a 9 GB 
HDD, and replacing this with an 18 GB drive as and when 
storage requirements grow 


¢ Fast Scene Search Function - shuttle operation 
Fast search is provided by a high-speed shuttle feature 


¢ Complies with Future Bit Stream Use - DVB-ASI ready 


VSR-2000 Server Components 


¢ VSR-2000, Multi Access Video and Audio Server 
¢ BKSR-2020, SDI MPEG Encoder Board 

¢ BKSR-2021, Analog MPEG Encoder Board 

¢ BKSR-2030, SDI MPEG Decoder Board 
BKSR-2031, Analog MPEG Decoder Board 
BKSR-2070, 100BaseT Board 

¢ BKSR-2080, SCSI Board 

BKSH-209G, 9 GB HDD Unit 

¢ BKSH-218G, 18 GB HDD Unit 

¢ BZSR-2000, Simple Playout Software 


Specifications of VSR-2000 


Power requirements: AC 100 to 240 Vv, 50/60 Hz 
Power consumption: 500 VA 
Operating temperature: 5°C to 40°C (41°F to 104°F) 
Dimensions: 424(W) x 221(H) x 633(D) mm 
(16 3/4 x 8 3/4 x 25 inches) 
Mass: Approx. 43 kg (94 lb. 13 02) 
Format: MPEG-2 MP@ML 
Bit rates: 4, 6, 8 Mbps selectable 
GOP: 15 (NTSC)/12 (PAL) 
1/0 channels: 5 
/O format: Input, Analog/SDI 
Output, Analog/SDI 
Network: 10BaseT/100BaseT 
RAID: RAID-3 
HDD: 9 GB x5/18 GB x5 
Data storage: 9 GB HDD 


14.5 hours at 4 Mbps 
10.6 hours at 6 Mbps 
7.7 hours at 8 Mbps 
18 GB HDD 
29.0 hours at 4 Mbps 
21.2 hours at 6 Mbps 
15.4 hours at 8 Mbps 
Minimum clip length : 3 seconds 
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BZSR-2000, Simple Playout Software 


System requirements: 
OS: WindowsNT Service Pack 4 
PC: Pentium 133 MHz or faster 
RAM: 32 MB or more 
I/F: 10Base-T/100Base-T for Clip Transfer or 
for operation from more than two PCs 


Features: 

¢ Playlist Creation 

¢VTR (Player) Control 

¢ Synchronous multiple playouts up to 5 

¢ Variable Bit Rates (4, 6, 8 Mbps) per clip 
° Clip/Playlist Transfer Function 

¢ Shuttle O peration (+2x to 128x) 

¢ Step Playback (Playback picture by picture) 
¢ Trimming Function 

¢ Playout trigger by GPI/PC clock 
¢Warning of FAN, HDD, etc. 
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